OIL SYSTEM

POWER STEERING STOP LEAK =

Product ID: 80076

Product description

TecLub Power Steering Stop Leak is an advanced additive designed to stop and prevent leaks in power
steering systems. The additive softens and expands old (rubber) seals and O-rings to recover to new
seal performance. Oil leakage caused by hardened, dried out brittle seals will be solved and prevented.

Benefits

v’ Stops and prevents oil leakages through seals

v' Revitalizes (rubber) seals and 0-rings

v Eliminates the need for expensive repairs

v" Smoothens and quietens power steering operation

v Protects and prolongs the service life of the power steering system

Usage
TecLub Power Steering Stop Leak can be added to all conventional power steering fluids to stop and
prevent leakage.

Direction
Add the required quantity of Power Steering Stop Leak to the Power Steering Fluid.

Dosage
Recommended dosing is 1% of the total systems volume. Make sure the oil contents do not exceed the
maximum oil level.

Technical specification

Density g/cm?: 1,03

Flash point: >110°C
Viscosity @ 40°C: 25 cSt
Colour: Yellow

The information in this sheet is correct and true to the best of our knowledge, but any recommendations or suggestions made in
this sheet are made without guarantee since the conditions of use are beyond our control. We do not accept responsibility for
damage as a consequence of incompleteness, negligence and/or inaccuracies in this information sheet. The above typical values
do not constitute a specification nor does the information in this sheet imply any legally binding assurance of certain properties or
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